
INSTRUCTION MANUAL
S2870, REV B

Inspection Lamp
Unbreakable

LED-345

650 120˚6 HRS11 HRS
at lowest intensity

Strong magnet 
attaches to most 
metal surfaces

Rotating hook
with ratchet
movement adjusts
To different angles

Rotating hook 
with ratchet 
movement adjusts 
to different angles

Aluminium 
tubing

Dia. 2"
(50 mm)

Light Output
Single button controlled variable output

INTENSITY HIGH MEDIUM LOW

LUMEN 650 400 200

RUN TIME 4 hours 6 hours 11 hours

In-built overcharge/discharge control with 
automatic cut-off enhances battery life & 
performance

Construction
•	 Lightweight yet rugged aluminium 

tubing with TPR grip makes it impact 
resistant

•	 2 ratcheting hooks with 360° swivel 
movement

Hands free usage
Removable clamp with magnetic end to 
attach light to any metallic surface leaving 
both hands free

Charging of Battery
Battery can be recharged using standard 
USB cable provided with the light

Charging level indicators clearly marked
a.	 GREEN: Full Charge
b.	 RED: Charging in process

CAT
NR.

SIZE

(INCH) (MM)

LED/345 18 × 3-3/16 × 2-49/64 458 × 81 × 70

Li-Ion

POWER SOURCE

3.7V 4400 mAh

H D

L

SCAN TO 
WATCH
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Groz Engineering Tools Pvt. Ltd.
Groz Net Industries
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E-Mail 	 info@groz-tools.com
Url 	 www.groz-tools.com

The GROZ name, GROZ logo and the mark are 
trademarks of GROZ Engineering Tools Pvt. Ltd., India

PACKAGING CONTENT

DESCRIPTION QUANTITY

Light 1

USB cable 1

Magnet 1

Hook 2

SAFETY INFORMATION
•	 Do not use or charge the light when the 

temperature is over 104 F(40˚C) or lower than 
-4 F(-20˚C).

•	 Do not use it near over-heated objects.
•	 Keep away from acid and alkaline objects.
•	 Avoid bumping and dropping the unit.
•	 Do not look directly into the light during the 

operation of the device. This can be harmful to 
the eyes even for a brief period due to intense 
light.

 
OPERATING INSTRUCTIONS
(Refer “NOMENCLATURE”)
Charging:
•	 Fully charge the battery before the first use.
•	 Turn off the light and connect to the supplied 

micro USB charger cable.
•	 The indicator LED on the light turns RED during 

charging, when the battery is fully charged, 
the indicator LED will turn GREEN.

•	 Normal charging takes about 5-6 hours.

Operation:
•	 To switch ON the light press the button at the 

bottom of the unit.
•	 To change the intensity of light press the 

button again.
•	 Use hooks to hang the light or magnet to 

mount the light on a metal surface.

MAINTENANCE
•	 Keep the light clean and check for damage 

before every use. If damage is observed, 
remove from use until unit is repaired. 

•	 The battery is not designed to be removed.

NOMENCLATURE

Hanging Hook

Hanging Hook

Button
Micro USB
Charger Cable

Top Cap

Indicator LED
COB Board

Magnet

Handle

DISPOSAL
The components or the used products must be given to companies that specialize in the disposal and 
recycling of industrial waste.

LED 345.indd   2LED 345.indd   2 28-11-2024   12:19:2828-11-2024   12:19:28


