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Single piece carbon steel construction 
with hexagonal shank

Accurately hardened & tempered so 
that the pin will withstand continuous 
use and the striking end will not splinter

Induction hardened and special 
tempering process prevents the head 
from fracturing, thereby preventing 
accidents

Working ends are accurately ground 
and the punch body is in premium 
powder coated finish
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PIN DIAMETER (D) STOCK SIZE OVERALL LENGTH (L) BOX
QTY.(INCH) (MM) (INCH) (MM) (INCH) (MM)

REGULAR

PP/HD/1-16 25600 1/16 1.5 1/4 6 4 100 500

	ºPP/HD/3-32 25601 3/32 2.5 5/16 8 4-1/2 112 500

PP/HD/3-32/SPL 25609 3/32 2.5 1/4 6 4-1/4 106 300

	ºPP/HD/1-8 25602 1/8 3 5/16 8 4-3/4 119 300

	ºPP/HD/5-32 25603 5/32 4 5/16 8 5 125 300

	ºPP/HD/3-16 25604 3/16 5 3/8 10 5-1/4 132 300

PP/HD/3-16/SPL 25610 3/16 5 5/16 8 5-1/4 132 300

PP/HD/7-32 25605 7/32 5.5 3/8 10 5-1/2 138 200

	ºPP/HD/1-4 25606 1/4 6 3/8 10 5-3/4 145 300

PP/HD/5-16 25607 5/16 8 7/16 11 6 150 200

PP/HD/3-8 25608 3/8 10 1/2 12 6-1/2 163 100

PP/HD/6/ST 25612
6 pc set - packed in a vinyl pouch
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	ºPP/HD/7/ST 25611

7 pc set - packed in a vinyl pouch
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EXTRA LONG

	ºPP/HD/1-8L 25650 1/8 3 5/16 8 8 200 200

	ºPP/HD/3-16L 25651 3/16 5 3/8 10 8 200 200

	ºPP/HD/1-4L 25652 1/4 6 3/8 10 8 200 200

PP/HD/5-16L 25653 5/16 8 7/16 11 8 200 200

PP/HD/3-8L 25654 3/8 10 1/2 12 8 200 100

PP/HD/5L/ST 25655
5 pc set - packed in a vinyl pouch
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PP/HD/6/ST

PP/HD/7/ST

Pin Punches 
Heavy Duty

ORDERING INFORMATION

PP/HD/5L/ST

Available in two types: 
a.	 Regular
b.	 Extra long 
	 For applications that require 

additional leverage

Ø Best Seller

52-58 HRC
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